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- - —— Paodust-Senvise
Higher frequencies — SUN2000-50KTL-MO
" Actve | 0 | 10 | 20 | 30 | 40 50 60 70 80 a0 100

poweat
_PIPn[%] .

Frequency || (%] | I(%) |1(%] | 1% |1(%] [1(%) [0 |i0a) [ 1% [ el | el

[kHz

'_'éii“ 0183 | 0,132 | 0,160 | 0193 | 0228 | 0,248 | C.220 | 0208 | 0,182 | 0,319 | 0,222 |
23 | 0088 [0.175 | 0,141 [ 0,090 | 0,081 | 0,122 | 0148 | 0173 |0.151 | 0186 | 0,193

25 | 0061 |0142 | 0,191 [ 0,188 | 0.170 | 0.148 | 0.161 | 0,140 | 0,162 | 0,066 | 0,100
2.7 0112 | 0,139 |0.176 [ 0236 | 0235 | 0,208 | 0,169 | 0,131 | 0,177 | 0.139 | C 146
29  |00s2 | 0085 [0198 | 0.152 [0138 | 0135 | 0,164 | G158 | 0,192 | 0176 | 0.096
31 | 0.086 | 0.060 | 0,183 | 0,122 0,118 |0 16 | 0.126 | 0.128 | 0,085 | 0,120 | 0.151
3.3 0,099 [0.128 |0 ©4 | 0,148 | 0,151 | 0,152 | 0,131 | 0,104 | 0.124 | 0,103 | 0,185

35  |0071 | 0,103 [0.1719 | 0.084 0,062 | 0,082 | 0,120 [ 0,127 | 0.082 | 0.090 | 0,132

3.7 0054 | 0075 | 0114 | 0109 | 0.1C4 | 0.072 | 0,067 | 0,072 | 0,095 | 0,102 | 0,157
39 | 0072 | 0097 | 0,095 [ 0,135 [ 0,177 | 0,183 | 0,130 | 0,083 | 0,131 | 0,121 | 0 165 _
41 |o0081 [0077 | 0141 0,091 0083 | 0.145 | 0,171 | 0,133 | 0,097 | 0,104 | O

43 0065 | 0080 [0172 |0.135 [0099 | 0,086 | 042 | 0,135 | 0.080 | C. 128

45 0085 | 0116 | 0,143 | 0158 | 0.181 [ 0.167 | 0107 | 0476 [0171 | 0148 |0

0,078 | 0,176 | 0,108 | 0,086 ) 0.133 j0.145 | 0,087 | 0 ido | 3,145 | 0128
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49 0.082 | 0421 | 0,171 | 0119 | 0,059 | 0140 | 0,117 | 0,103 |0.402 | 0.136

5,1 0,097 | 0,200 | 0,136 | 0,118 | 0118 | 0.128 | 0.143 | 0,103 | 0 149 | 0,157
53 | 'aosa 0127 | 0,079 | 0088 | 0.084 | 0,087 | 0.067 | 0,088 | 0,092 | 0,136
T 55 | 0085 | 0114 | 0,088 | 0,089 | 0,076 | 0,091 | 0,086 | 0,085 | 0,098 | 0,130 |
GoF 0,070 | 0,103 | 0,064 | 0.069 | 0.067 | 0,087 | 0,077 | 0,084 | 0,076 | 0,085

T 59 T o.04¢ [0.077 | 0.045 | 0,042 | 0,055 | 0,048 | 0,046 | 0.040 | 0,048 | 0,057 |
6,1 0,047 | 0,070 | 0,042 | 0,034 | D042 | 0,049 | 0,033 | 0,034 | 0,050 | 0,050
B3 0.045 | 0,057 | 0,037 | 0,037 | 0,041 | 0,048 | 0.043 | 0.046 | 0,050 | 0,043
BGE 042 0037 | 0034 | 0.036 |0.0338 | 0,035
8,7 0,030 | 0022 | 0,028 |0.026 | 0,029

'0.027 | 0,030 | 0.028 | 0.027 | 0,030 |
0,026 | 0,025 | 0,026 | 0,024 | 0,026
0,025 | 0,023 | 0,026 | 0,024 | 0,024
0.023 | 0,023 | 0,024 | 0074 | 0,023
0.022 | 0,021 | 0,023 | 0.023 | 0,022
0022 | 0027 | 0022 | 0023 | 0,022
1 | 0,021 | 0021 | 0022 0023 | 0,022
10,002 10020 | 0,020 | 0022 | 0021
0,021 | 0,020 | 0,021 | 0,021 | 0,021
0,021 | 0,020 | 0,021 | 0.021 | 0,021
0,020 | 0,021 | 0,020 | 0,020 | 0,021 | 0.021 | 0,020 | 0.020 | 0,021 | 6.021
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Remark:
The harmomic values are maximum values from all phases
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G.3 Certificate of conformity of the network and system protection R e
Paoduct Servica

[Certlfucate of conformity . T

NS protection —
| Huawer Technologies Co,, Ltd

Manufacturer Adrmatration Building | leadauarters of |liaw
| Technologies Co., Ltd . Banlian, Longgang District, 518129
o o %w PEQPLE'S REPUBLIC OF CHINA

Type of NS protection

| Central NS protection i |

' IAssigned to power generation SUN2000-80KTL-MO

: | unit lype SUNZ2000-50KTL-MQ

l | VDE-AR-N 4105 “Power generation systems connected

| | to the low-voltage network”

| Network connection rules | Technical minimum requirements for sonnaction and parallel
operation of power generation systems connectad to lhe low-

: | voltage network

| Firmware version | V300R001

Integrated NS protection

The network and system protaction mentioned above meets the requiements of VDE-AR-N 4105
The certificate of conformity includes the following details
— the satting values and disconnection times of the protective functions described in 5.5,

— for integrated NS protection the operational functinnal chain "NS protection — interface switch” as well as the
| technical data of the breaking devices of the interface switch

| - the software version used for the NS protection,

— the check of the self-monitoning in accordance with Annex A "To 5.1 Generai requirements. single fault
tolerance "

[ : == == S

! Description of the structure and schematic set-up of the generating unit

| The generating unitintegrated EMC filtar an bath PV and AC side converts direct current optinnzed by

| photavaltaic DC conditioner to alternating current and it 1s inlended to be connected n paraliel with the low-
voltage mains to supply common load The generating unit has na electrical isolation between DC input and AC

[ outpul. The output s switched off by the failsafe inverter bridge and two relays i senes. This allows 4 safe
separation from generating unit to the network aiso in case of failure Refer to beicw iliustration

Y
b L A

SUN2000-60KTL-M0 and SUN2000-50KTL-MD
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F.4 Requirement for the test report for the NS protection

Extract from test report for NS protection
"Determination of electrical properties”

NS protection as central NS protection

Progutt Service

No_64.290.18.01040.01

Type of NS

system
Software
version:

Manufacturer: |

Measuring period:  From XXXX-XX XX lo XAXX-XXXX

Protection function | Sontel Release value
value _
Valtage drop protection U < | 08 Uy y,
RlSE»iﬁ-voitage protection {J > i 11 Un U ‘
Rise-in-valtage pratection 1/ >> I 115 14 () |
Frequency decrease protection f < 47 5 Hz Hz J
Frequency increase protection f > 51,5 Hz Hz [

Remark:

interface switch) shall nat exceed 200 ms
B NS protection as integrated NS protection

Central NS protection required. |

Address. Administration Building |
Headquarters of Huawel
Technologies Co , Ltd., Bantian,
Longgang District, 516124
Shanzhen, PEOPLE'S
REPUBLIC OF CHINA

Measuring period:  From 2014-02-12 to 2018-03-02

Remark

Page 15 of 16
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Type of Switching equipment 1

Other Manufacturer's data

Tripping time NS protection ?
ms
ms
ms :

ms

ms

‘a"; The tiipping time comprises the period before limit viclation U/f unti! tripping signat to interface switch
During planning of power generation system the proper time of interface switch shall be added to the highest
value of time determined above The break time (sum of tripping time NS protection plus proper time of

Note: Semax > 30KVA, an externai suitable certified central NS protection device must be installed al the central
meter panel in addition o the central NS protection. PGU is integrated with grid protection functions as below

SUN2000-60KTL-M0
SUN2000-50KTL-M0

:yg&s‘f NS but PGU is integrated with grid Other Manufacturer’s data
yE protection functions

Software .

NoTSIan: V300R001 _ Assigned to PGU type

Manufacturer:  rjuawe Technologies Co., Lid. | Integrated interface switch

Relay

Relay

iType of Switching equipment 2 Type: HF167F-G/12

Protection function | Setting value Tripping value * Break time ?
Voltage drop protection U < i 0.8 Un 319,6/183,6 V <190.5ms

Rise-in-voltage protection U > : 1.1 U 1.1 ' U, £200,0ms?®
Rise-in-valtage pratection U > 115 460,7/264,8 V <178,5ms
Frequency decrease protection f < 47 S Hz 47,49 Hz £1750ms
Frequency increase protection f > 51.5Hz 51,50 Hz <1726 ms
Proper time of interface switch | N/A (maximum break time recorded above)

Type: HF_1 67F-G/_12_I

a’ The break lime (sum of tripping time plus proper ime of interface switch) shall not exceed 200 ms Max

B0339 Minchen  Guermany

W
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Product Service

| break times are recorded
‘b Verification disconnecting time of moving 10min-average value
Disconnecting time as below:
1 503s(from 600s@ U, ta 112%Us)
2 Continuous aperation(fram 600s@U. to 108%U,)
3 304s(from 600s@106%U,. to 114%U.)

"¢": The maximum deviation from the required values are recorded within the admissible tolerance between
setting value and trip value of the voltage at maximum + 1 % and for the frequency at maximum + 0,1 %
The verification of the full functicnal chain "NS protection - Interface switch" has yield to intended
discannaction
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Starkstromkabel
NYY-J/-O

Verwendung: Zur Verlegung in Innenrdumen, im Freien, in Erde, in Wasser sowie in Beton

Aufbau und technische Daten:

CPR-Leistungsklasse: Eca
Norm: VDE 0276-603
Leltermaterial: Cu, blank
Leiterklasse: Klasse 1, ab 25 gmm Klasse 2
Aderisolation: PVC DIV 4
Mantelmaterial: PVC DMV5
Mantelfarbe: schwarz
Flammwildrigkeit: VDE 0482-332-1-2/1EC 60332-1-2
UV-bestiéndig: ja
Als AuBenkabel zuldssig: ja
Maximal zuldssige Leitertemperatur, °C: 70 °C
Zul. KabelauBentemperatur, fest verlegt, °C: 70 °C
Zul. KabelauBentemperatur, in Bewegung, °C: -5-+70°C
Metermarkierung: ja
- W
- VA dj@ aw sow C€ @

Die hier dargesteliten Produkte und Informationen dienen ausschiieSlich der technischen Planung. Sie unterliegen dem technischen Fortschritt und stellen keine
Garantie fir die Lieferméglichkeit dar. Bei den AuBendurchmessern handelt es sich um ca.-Werte.

Aderkennzeichnung
(Aderzahl . mitSchubilelfer ___ ot Schl S
1 | grin-gelb schwarz
2 [ | blau, braun
3 | griin-gelb, blau, braun braun, schwarz, grau
4 | grin-gelb, braun, schware, grau ; bfau, braun, schwarz, grau
5 | griin-gelb, blau, braun, schwarz, grau blau, braun, schwarz, grau, schwarz

52020 Klans Faner AG  Alle Rechle voibehialen KLAUS FABLIRAG  Lebacher Slrae 152 ~ 156 56113 Saarbihcken Gennany T 2496813711 G dbl_nyy pdf / Ausgabe (05 02 2020/ Seite 115



NYY-J

Nennspannung Uo: 0.6 kV
Nennspannung U: 1kV
Maximale Spannung in Drehstromsystemen: 1,2 kV
Nennspannung (DC): 1,56 kv
Priifspannung: 4 kV
Schutzleiter: ja

011840 NYY-J1X4SW RE 481 |1 046 0459 18 (1365 (91 200 38 110
011742 | NYY-JIX6SW | RE 308 |1 069 |0431 |18 1425 |95 300 |58 130
010133 NYY-J1X10SW RE 183 |1 115 0369 18 (153 102 500 96 180
01016 | NYY-J1X16SW |RE 1,45 |1 184 0371 18 168 | 112 (800 | 154 240
010117 | NYY-J1X25SW |RM (0727 |12 : 287 035 |18 (183 |122 [1250 240 360
010118 | NYY-J1X35SW | RM 0524 1.2 402 0333 (18 198 132 1750 336 | 460
01019 | NYY-J1X50SW |RMv 0387 |14 | ' '575 (0325 |18 231 154 2500 480 | 600
010120 | NYY-J1X70SW | RMv | 0268 |14 805 0303 18 246 | 164 3500 | 672 800
010121 | NYY-J1X95SW | RMvy 0183 |16 | | 109 (0302 1,8 2775 185 4750 912 1100
010147 | NYY-J1X120 SW RMv | 0153 |16 138 0204 18 3075 |205 6000 | 1152 1350
010148 | NYY-J 1X150SW RMv 0,124 |1.8 172 029 18 |3375 225 7500 | 1440 1650
010506 | NYY-J1X185 SW | RMv | 0,891 |2 213 0287 |18 369 246 9250 1776 2000
010507 | NYY-J1X240 SW | RMv | 0,0754 2.2 ‘ 276 0281 |18 414 276 12000 |2304 | 2600
011225 | NYY-J 1X300 SW | RMv | 0,0601 | 2,4 345 0279 (19 4455 297 15000 |2880 3200
01210 NYY-J1X400SW RMv 0047 26 | . 412 o2rs |2 507 338 20000 3840 | 4100
010003 | NYY-J3X1,58W RE (121 |08 |19 |27 (047 03438 |18 1344 |12 (225 |43 190
010012 | NYY-J3X25SW |RE 741 (08 |25 36 (020 0317 [18 1464 122 (375 72 240
010020 NYY-J3X4SW | RE 461 |1 3 47 046 0316 |18 1704 (142 800 |15 330
010023 NYY-J3X6SW RE 308 |1 43 |59 069 (0208 |18 1824 (152 900 (173 420
010004 | NYY-J3X10SW ' RE 183 |1 58 |79 115 0278 18 | 2076 173 1500 288 | 580
010000 NYY-J3X16SW RE 115 |1 79 103 (184 |0262 (18 2316 193 2400 |461 (810
010015 | NYY-J3X25 SW | RM 0,727 1.2 106 I 133 2,87 0,257 1,8 294 245 3750 720 | 1300
010018 NYY-J3X35SW SM 0524 |12 128 159 402 0248 (18 2712 226 5250 1008 | 1400
010021  NYY-I3X50SW  SMv 0387 |14 157 188 575 0247 |18 3072 256 | 7500 | 1440 | 1800
010024 NYY-JOX70SW |SMv 0268 14 189 232 805 0238 2 3564 207 10500 12016 2400
010026 | NYY-J3X95SW |SMv (0193 1,6 246 |280 109 0238 21 4056 338 | 14250 2736 3300
010005 |NYY-J3X120SW SMv 0153 |18 285 318 138 0233 |22 4208 358 18000 3456 | 4000
010007 | NYY-J3X150SW | SMv (0124 |18 (326 | 359 172 |0233 |23 4776 398 | 22600 |4320 | 4900
010010 | NYY-J 3X185SW | SMv | 0,0091 | 2 374 408 | 213 0238 25 552 |46 | 27750 |5328 6500
010013 | NYY-J3X240SW | SMv 00754 (22 445 473 276 0231 |27 612 |51 36000 | 6912 | 8300
014166 | NYY-J03X400 | SMv 0,047 597 613 345 27 1824 | 60000 | 11520 | 13721
sw - - , . .
010491  NYY-J 3X16/10 RE 1,15 1 79 103 1,84 0,262 1.8 255 21,2 2900 557 [ 1030
SW
010016  NYY-J3X25/6 'RM 0727 (12  [108 133 287 0257 |18 204 245 4550 874 | 1500
SwW | | i ! |
010019 NYY-J3X36/16  SM  |0524 |12 120 159 402 0248 |18 204 245 |6050 1162 | 1700
sw
010022 | NYY-J3X5025 | SMv |0387 14 157 |88 575 |0247 |19 3444 287 8750 | 1660 2300
SW | | ' ' .
010025 NYY-J 03X70/35 @ SMv 0,268 1.4 199 232 8,05 0,238 2 380,4 31,7 12250 2352 2800
sw
010027 | NYY.J3X06/50 | SMv (0193 16 246 280 (109 (0238 22 4536 (378 16750 |3216 | 3800
010006 NYY-13X12070 | SMy | 0153 |16 285 318 138 0233 23 492 41 21500 | 4128 | 4700
swW

010008 | NYY-J3X15070 | SMv 0124 |18 (326 359 (172 (0233 24  |540 |45 26000 | 4902 | 5600
| sw - ;



6240

26 600 50 30250

010011  NYY-J 3X185/95  SMv 00091 |2 374 406 213

SW
010014 | NYY-J 3X24012 | SMv | 00754 |22 (445 473 (276 (0231 28 684 |57 | 42000 | 8064 | 9600
0 SW - . - | _
010017 I NYY-J 3X300/15 SMv I 0,0601 24 511 536 34.5 0,231 2.9 768 G4 . 52500 10080 @ 11200
0sw '
010028 NYY-J4X16SW RE (121 |08 19 |27 047 0366 18 1464 122 300 58 220
010034 | NYY-J 4X2,5 SW RE 7.41 08 25 36 0,29 0,34 1.8 1584 13,2 500 96 290
010038 NYY-J4X4SW | RE (461 |1 M |47 046 1033 (18 1836 153 800 154 400
010040 | NYY-J4X6 SW | RE 3,08 |1 9 59 069 |0321 (18 1956 163 (1200 |230 510
010020 NYY-J4X10SW |RE 1,83 1 59 79 115 (0301 |18 2196 183 2000 (384 720
014632 | (N)YY-J04X10 | RM 183 59 |79 18 384|640
SW
015232 (N)YY-J04X25 RM 0727 |12 106 133 | 287 18 311 259 5000 9084 1560
RM + 01X2,5 RE , | _
| SW | | | i |
010032 | NYY-J 4X16 SW RE 1.15 1 79 103 1,84 0,285 18 256,8 214 3200 614 1050
011018 | (N)YY-J4X16SW (RM (115 1 79 108 184 0205 1,8 257 214 | 3200 614 | 1050
010036 | NYY-J4X25SW |RM 0727 |12 106 133 (287 028 |18 306 255 | 5000 | 960 | 1600
010037 | NYY-4X35SW SM 0524 (12 (120 (159 402 0271 18 3324 (277 7000 1344 | 1750
010039 | NYY-J4XS0SW | SMv | 0387 |14 157 188 575 027 |19 3576 208 | 10000 | 1920 | 2300
010041 NYY-J4X70SW ' SMv 0266 |14 199 232 805 0262 |21 4066 |338 14000 2688 3100
010042  NYY-J 4X95 SW | SMv 0,193 1,6 246 280 10,9 0,261 22 466,8 38,9 19000 3648 4200
010030 | NYY-J4X120SW SMv 0,153 16 (285 318 138 0256 24 504  [42 24000 |4608 | 5200
010031 | NYY-J4X150 SW | SMv 0124 1,8 326 359 |172 0256 |25 | 564 |47 30000 | 5760 | 6400
010033 | NYY-J4X185SW SMv | 0,0991 2 (374 406 213 0286 |27 624 62 37000 /7104 | 8050
010035 | NYY-J 4X240 SW I SMv 0,0754 2,2 445 473 27,6 0254 |29 696 58 48000 | 9216 11000
013150 | NYY-J4X300SW |SMv | 0,0801 24 511 535 345 0254 |3 748|624 60000 | 11520 13127
010043 | NYY-J5X1,58W RE 121 |08 |19 27 017 |o0375 (18 1584 |132 ars 72 270
010046 NYY-J5X25SW RE 741 08 |25 |36 029 0349 18 1704 142 625 120 350
010049 NYY-J5X4SW RE 461 |1 34 a7 046 0346 |18 1956 | 163 | 1000 192 480
010060 NYY-ISX6SW RE 308 1 43 89 069 033 18 2196 183 1500 (288 610
010044 NYY-J 5X10 SW RE 1,83 1 59 79 1,156 0,31 1.8 2448 20,4 I 2500 480 880
014455 | (N)YY-J05X10 | RM 1,83 59 |79 _' ‘ 19,5 1480 | 818
SW , | .
010045 NYY-J5X16SW RE 115 |1 79 103 184 0294 |18 | 2688 224 (4000 768 1250
014039 (N)YY-J6X18SW RM (115 1 ‘79 103 184 0204 18 (2688 23 4000 768 | 1250
010047 | NYY-J 5X25 SW RM 0,727 1.2 106 133 2,87 0,289 1.8 330 27,5 6250 1200 1950
010048 NYY-J5X355W RM 0524 12 120 159 402 0285 |18 4032 338 €750 1680 | 2400
011028 | NYYJ5X50 SW RMv | 0,387 |14 157 188 575 (028 | 18 480 40 12500 | 2400 | 3500
012086 NYY-JSXTOSW |RMv 0268 14 199 232 805 0275 |21 (6088 424 | 17500 3360 4450
012087 | NYY-J5X95SW RMv 0193 16 |246 280 109 0273 21  |5928 | 50 23750 | 4560 | 6134
012088 | NYY-J5X120SW RMv 10153 16 285 318 138 027 24 (6156 51,3 30000 5760 | 7483
| .

014648 NYY-J 05X150 RMv 0,124 326 359 17.2 58,5 7200 8361
SW



NYY-O

Nennspannung Uo:

Nennspannung U:

Maximale Spannung in Drehstromsystemen:

Nennspannung (DC):

Priifspannung:
Schutzleiter:

011512

012625
010085
010087
010076
010079
010082
010084
010086
010088
010089
010077

010078

010080

010081

010083

010115

010141

010283

014517

010090
010093
010095
010096
010091
010092
010140
014009
013967
011554
011033
010480
010508
010483
010484
011032
010150
014010

NYY-O 1X2,6 SW
NYY-O 1X4 SW
NYY-O 1X8 SW
NYY-O 1X10 SW
NYY-O 1X16 SW

NYY-O 1X25 SW |

NYY-O 1X35 SW
NYY-O 1X50 SW
NYY-O 1X70 SW
NYY-O 1X95 SW

NYY-O 1X120
Sw

NYY-O 1X150
SwW

NYY-O 1X185
sSw

| NYY-O 1X240

Sw

NYY-O 1X300
SW

' NYY-O 1X400

sw

NYY-O 1X500
SwW

NYY-O 1X630

| SwW

NYY-O 01X800
SwW

| NYY-O 2X1,5 SW

NYY-O 2X2,5 SW

[ NYY-O 2X4 SW

NYY-O 2X6 SW

NYY-O 2X10 SW
NYY-O 2X16 SW
NYY-O 2X25 SwW
NYY-O 2X35 SW
NYY-O 2X50 SW
NYY-O 3X1,5 SW

1l

|
|

NYY-O 1X1,5 SW |

RMv

RMv

RMv

RMv

RMv

RMv

RMv

RMv

RE
RE
RE
RE
RE
RE

' RM

NYY-O 3X2,5 SW |

NYY-O 3X4 SW
NYY-0O 3X6 SW
NYY-O 3X10 SW
NYY-0O 3X25 swW
NYY-O 3X35 SW

RM
RMv
RE
RE
RE

| RE

RE

' RM

SM

'NYY-O 3X50 SW | SMv
NYY-O 3X70 SW  SMv

12,1

7.41
4,61
3,08

| 1,83
| 1,15

| 0,727

0,524

10,387

0,268
0,193
0,153

0,124

0.0991

0,0754

0,0601

| 0,047

0,0366

| 0,0283

0,0221

121
7,41
4,61
3,08
1,83
115
0,727
0,524

| 0,387

12,1

T

4,61

| 3,08

1.83

0.727
0,524
0,387
0,268

1.8

2,6

2,8

10,8
0.8

1,2
14
44
1.8
1,6

2,2

2,4

28

08

08

12

1.2
14
08
08

1.2

1.2
14
1.4

0.6 kV
1 kV
1,2 kV
1.5kvV
4 kV
nein
19 |27
28 39
37 50
47 62
64 ' 83
84 107
14 | 138
139 164
169 195
213 238
264 280
307 325
352 365
406 413
|483 | 479
557 541
646 614
747 93
858 | 777
971 859
19 21
25 36
| 34 | 47
43 59
59 |79
79 103
106 133
106 133
157 188
19 27
25 |36
34 47
43 59
59 79
108 133
129 159
]
157 188
199 232

i 017
0,29
0,46
0,69
115
1,84
2,87
4,02
5,75
0,17
0,29
0,46
0,69
1,15
2,87
4,02
575
8,05

0,459
0,431
0,399
0.371

' 0,35

0,333

| 0,325

0,309
0,302
0,294

0,29

0,287

0.281

0,279

0,275

0,272

| 0,271

0,343
0,317
0,316

10,298

0,278
0,257
0,248

| 0,247

1.8
18
18
18

18
18

18
1.8
18
18

1.8
1,8
1.8

1.9

2,1
22
2.4

1.8
1.8
18
1,8
18
1.8
1.8

l1,8
1.8
1.8
1.8
1,8
18
18
1.8
18
1,8

| 105
119
| 137
1425
153
168
183
198
231
246
277.5
307,5

3375

369

414

445,5

1 507

570

637.6

132
144
168
182,4
199,2
228
, 276

324
134,4
146,4
170.4
1824
2076
294

2712
[ 307.2

7
7.9
191
9,5
1102
1.2
12,2
13.2
154
164
/185
205

122,56

246

278
297
| 338
.38

425
45,2

1
12
14
152
166
19

|23
256
27
11,2

122
142

15,2
17,3

(245
226
256
297

75
125
200
300
500
800
1250
1750
2500
3500

| 4750

6000

| 7500

9250

12000

15000

20000

25000

I 31500

40000

150
250
400
600
1000
1600

| 2500

5000
225

| 375

600
900
1500
3750
5250
7500
10500

2 105
8 10
58 130

96 180
154 | 240

|240 | 350
336 460

/480 600
672 800

‘912 | 1100
1152 1350

'1440 | 1650
1776 2000

| 2304 | 2600
2880 | 3200
3840 | 4100
4800 | 5200
| |
6048 | 6650
7680 | 8088
‘29 170
48 210
77 | 290
15 | 360
192|490
307 | 660
480 940
672 | 1285
960 | 1620
43 190
72 | 240
15 330
173 | 420
288 | 580
720 | 1300
1008 | 1350
1440 | 1800
2016 | 2400



i)
014011
010510
011552
014012

011553
011849
010509
010109
010102
010105
010106
010107 |
010108
010110
010111
010103

010104

011010

011531

NYY-O 3X120 SMv 0153 | 16 285
sW
NYY-O 3X150 Shiv 0124 |18 | 326
sw
NYY-O 3X185 SMv 00991 2 374
SW
NYY-O 3X240 SMv | 00754 |22 445
SW |
NYY-O 4X1,6 SW | RE 124 |08 19
NYY-04X2,5SW RE 741 08 |25
NYY-O 4X4 SW | RE 461 1 34
NYY-O 4X6 SW | RE 308 |1 |43
NYY-O 4X10 SW | RE 183 1 59
NYY-O 4X16 SW | RE 115 1 79
NYY-O 4X25SW  RM 0727 |12 106
NYY-O 4X35SW | SM 0524 12 |129
NYY-O 4X50 SW | SMv 0,387 14 | 157
NYY-O4X70SW [SMv 0268 14 199
NYY-O 4X95 SW |SMv 0193 16 246
'NYY-04X120 SMv 0153 16 285
swW |
NYY-O 4X150 SMv 0124 18 326
SW
NYY-O 4X185 SMv 00891 |2 374
| SW
NYY-O 4X240 SMv  0,0754 |22 445
swW

RI

Ibl
Ibe

Rbv

Fav
Cu

Leiterwiderstand

Isolierwanddicke
Strombelastbarkelt in Luft (30 °C)
Strombelastbarkeit in Erde (20 °C)
Bemessungs-Kurzschlussstrom (1 s)
Induktivitdtsbelag
Mantelwanddicke

Biegeradius, fest verlegt
AuRendurchmesser ca.
Zugfestigkeit (Verlegung)
Kupferzahl (de)

Gewicht (netto)

g

010149  NYY-O03X95SW SMv 10103 16 | 246

260
318

359
406
473

27
| 36
47
50
79
[103
133
159
188
232
280
318

359
| 406

473

21,3

276

017

| 0,29

0,46
0,69
1,15

11,84

2,87
4,02
575
8,06
10,2

113,8

17,2

213

27,6

| 0,233

0,233

|

| 0,366
0,34
0,339
0,321
0,301
0,285
0,28
| 0,271
0,27
| 0,262
0,261
0,256

0,256
| 0,258

0,254

25

29

1.8
1.8
1.8
1.8
1,8
1.8
1.8
18
1.9
2.1
22
24

2,5

27

2,9

405,6

4776

5562

146 4
1584
183,6
195.6
2186
256,8
306

3324
357,6

1 405,6

466,8

504

564

624

696

|33.8
35,8

39,8
46
51

12,2
1132
15,3
163
18,3
1214
25,5
|27.7
20,8
33,8
38,9
a2

47
52

58

| 14250

18000

| 22500

27750

356000

300

| 500

800

1200
2000
3200
5000

| 7000

10000

| 14000

19000
24000

30000

37000

48000

| 2736
3456

4320
5328
;6912

58
| 96
154
| 230
384
1614
960
! 1344
1920
| 2688
3648
| 4608

5760
7104

9216

| 8300

220
290
400
510
720
1050
1600
' 17580
2300
3100
4200
5200

6400

8050

11000



EU-KONFORMITATSERKLARUNG
EU DECLARATION OF CONFORMITY

C€

Hersteller/Inverkehrbringer
Manufacturer/Distributor

Anschrift
Adress

Klaus Faber AG

KF 177/10.2017

Lebacher Strasse 152 -156
66113 Saarbriicken | Germany

Die alleinige Verantwortung fir die Ausstellung dieser Konformitatserklarung trigt der Hersteller.
This declaration is issued under the sole responsibility of the manufacturer.

Produktbezeichnung
Product name

Das oben genannte Produkt erfillt die einschlagigen
Harmanisierungsrechtsvarschriften der Union:

2014/35/EU

Richtlinie zur Harmonisierung der Rechtsvorschriften
der Mitgliedsstaaten Uber die Bereitstellung elektrischer
Betriebsmittel zur Verwendung innerhalb bestimmter
Spannungsgrenzen auf dem Markt (Niederspannungs-
richtlinie).

2011/65/EV
Richtlinie zur Beschrankung der Verwendung bestimm-
ter gefdhrlicher Stoffe in Elektro- und Elektronikgeraten

(RoHS).

Die Ubereinstimmung des bezeichneten Produktes mit
den Vorschriften der Richtlinie 2014/35/EU wird nachgc-
wiesen durch die vollstandige Einhaltung der folgenden
Normen;

VDE 0276-603

NYY-J/-0 1 bis/to 630 mm?

The object of the declaration described above is in confor-
mity with the relevant Union harmonisation legislation:

2014/35/EV

Directive on the harmonisation of the laws of the Member
States relating to the making available on the market

of electrical equipment designed for use within certain
voltage limits.

2011/65/EV
On the restriction of the use of certain hazardous
substances in electrical and electronic equipment {RoHS).

The conformity of the a/m product with the requirements
of the Directive 2014/35/EU is proved by the compliance
with the following standards:

Unterzeichnet fiir und im Namen von: Klaus Faber AG | Signed for and on behalf of: Klaus Faber AG

Klaus Faber AG )
Lebacher Sir. 152-158 )l

66113 Saarbrdcken
Fon: +48 681 97110
Fax: +49 681 9711-280 y/

Saarbrucken, den 1.12.2017 Joachim Krimmel

—2
g,.r;(g,;_//ﬁ/"/{f’

Vorstand | Member of the Management Board | Klaus Faber AG

ce_nyy_j_opdf



Starkstromkabel
NAYY-J/-O

Verwendung: Zur Verlegung in innenrdumen, im Freien, in Erde, in Wasser sowie in Beton

Aufbau und technische Daten:

CPR-Leistungsklasse: Eca

Norm: VDE 0276-603

Leitermaterial: Aluminium

Aderisolation: PVC DIV 4

Mantelmaterial: PVC DMV5

Mantelfarbe: schwarz

Flammwidrigkeit: VDE 0482-332-1-2/IEC 60332-1-2
UV-bestidndig: ja

Als Auenkabel zuldssig: ja

Maximal zul#ssige Leitertemperatur, °C: 70°C

Zul. KabelauBentemperatur, fest verlegt, °C: 70 °C
Zul. KahelauBentemperatur, in Bewegung, °C: -5-+70°C

Metermarkierung: ia

CE aatag <> | @ P

o

Die hier dargesteliten Produkte und Informationen dienen ausschliellich der technischen Planung. Sie unterliegen dem technischen Fortschrilt und stellen keine
Garantie fiir die Liefermdglichkeit dar. Bei den Au3endurchmessern handeit s sich um ca -Werte.

22020 Alaus ! abi AG O Alle Rechle vibichallon KLAUS FABER AG Lebachicr Sirafe 152 158 56113 Saabiucken Gommany T 49688197 11-0 dbl_nayy pd{ Ausgabe 30 01 2020 * Skile Y4



NAYY-
Nennspannung Uo:

Nennspannung U:

Maximale Spannung in Drehstromsystemen:

Nennspannung (DC):
Priifspannung:
Schutzleiter:

Aderkennzeichnung:

|
|

090215 | NAYY-J 1X16 SW | RE 191 |1

090216 NAYY-J 1X25SW | RE
080217 | NAYY-J 1X35 SW | RE
080218  NAYY-J 1X50 SW | RMv
090219 | NAYY-J 1X70 SW | RMv
090220 | NAYY-J 1X95 SW | RMv
090221 NAYY-J1X120 | RMv

| sW
090222 NAYY-J 1X150 | RMv
sW
090223 | NAYY-J 1X185 | RMv
sSW _.
090205 | NAYY-J 1X240 | RMv
sw
090224 | NAYY-J 1X300 | RMv
sSW '
000225 | NAYY-J 1X400 | RMv
sW
000226 | NAYY-J 1X500 | RMv
swW
090227 | NAYY-J 1X630 | RMv
swW
090228 | NAYY-J 1X800 | RMv
[ SW

090111 | NAYY-J 4X6 SW | RE

090278 | NAYY-J 04X10 | RE
| sw

090197 | NAYY-J 4X16 SW | RE

090193 NAYY-J 4X25 SW | RE

090093 = NAYY-J 4X25 RM
SW

000194 | NAYY-J 4X35 SW | RE
080001 | NAYY-J 4X50 SW | SE

090002 | NAYY-J4X70 | SE
sw .
090008 | NAYY-J 4X95 SE
sw
090003 | NAYY-J4X120 | SE
| sw ;
090004 | NAYY-J4X150 | SE
sw
|
080005 NAYY-J4X185 ' SE
| sw
090009 | NAYY-J4X240  SE
sw
090280 | NAYY-J 04X300 | SE
sw

090187 | NAYY-J 5X10 SW | RE
090183 | NAYY-J 5X16 SW | RE
090188 | NAYY-J 5X25 SW | RE

0,125

0.1

00778 |

0,0605 |
0.0469 |

0,0367 |

3,08

1,9
1.2
1,2

0,869
0.641
0,443

0,32

0,253

0,206

0,164

0,125

[ 0.1

3,08
19
1.2

2,2

24

2,8

12

1.2

1.2

1,2
1,4
14

1,86

16

1.8

22

24

0,6 kV
1 kV
1,2 kV
1,5kV
4 kV
ja
Farbe VDE 0293
Al
87 106 19
107 127 266
131 151 38
166 185 5,32
205 222 7,22
239|253 9,12
246 275 | 114
M7 322 144
378 375 | 182
437 425 228
513 487 272
600 558 | 34
701 635 42,8
1080 | 1186
25 35 0,56
34 47 0.94
50 63 1,21
82 102 119
82 102 1,9
100 123 | 266
119 144 |38
152 |17 | 532
186 215 | 7,22
216 245 | 912
|
246 | 275 14
285 |33 141
|
338 364 | 18,2
400 419|228
34 47 0,94
50 83 121
82 102 1,9

0,333
0,325
| 0,309
0,302
0,294

0,29
10,287
0,281
10,279
0,275
0,272

0,271

0.285
0.28
0,28

0,271
0,27
| 0,262

0,261

0256
]

0,256
| 0,256

0,254

0,279

0,31
0,294
0,289

1.8
1.8
1.8
1.8
18
1.8
1.8

1,8

11,8

1.8

19

21

18

18

1.8

11,8

1,8

1.8
1.9
21

2,2

24

25

|27

29

1,8

18

1.8

158
180
203
231
255
285
300

330
!375
420
450
510
| 655
.645
675

204
285

288
| 300
300

| 354
354
' 420

468
| 516
' 552
| 612

672
983

232
262
325

24
25
25

281
29,5
35

39
43
46
51
56

| 65,5

19.3
22,5
271

750
1050
1500

[ 2100

2850

| 3600

4500

| 6550

7200

' 8000

12000

7500

18900

24000

720

1920
3000
3000

| 4200

6000
8400

11400

14400

18000

22200

28800

36000

1500
2400
3750

(464 | 145
725 | 195
(1015 | 255
145 | 298
'203 | 383
|275 | 490
%48 | 675
|
435 695
536 845
896 | 1100
870 1379
|
1160 | 1615
| 1450 | 2015
1827 | 2472
2320 | 3120
70 377
116 | 470
186 | 750
| 200 950
290 | 950
406 | 1120
580 1151
812 | 1549
1102 | 2030
11302 | 2400
1740 | 3030
12146 | 3650
|
2784 | 4800
3480 | 5685
145 585
232 938
3625 | 1188



Art-Nr. | Artikal-

bezeichnung

000363 NAYY-J 05X25
sw

090189 | NAYY-J 5X35 SW

080364 | NAYY-J 05X35
SwW

090181 | NAYY-J 5X50 SW
080184 | NAYY-J 5X70 SW
090185 | NAYY-J 5X85 SW

090186 ' NAYY-J 5X120
| SW
NAYY-J 5X150
Sw

| NAYY-J X185
- SW

NAYY-J 56X240
sw

090116 1 NAYY-J 4X50
| SW

090117 | NAYY-J 4X70
SW

NAYY-J 4X95
SW

NAYY-J 4X120
SwW

090020 NAYY-J 4X150
Sw

NAYY-J 4X185
'sw

090022 NAYY-J 4X240
sw

090123 | NAYY-J 4X300
| sw

090191

080182

090192

090018 l

090019 ‘

090021 ‘

NAYY-O

Nennspannung Uo:
Nennspannung U:

Maximale Spannung in Drehstromsystemen:

Nennspannung (DC):
Priifspannung:
Schutzleiter:
Aderkennzeichnung:

000174
| SW

090175 | NAYY-O 1X25

SW

090176 NAYY-O 1X35
| SW

090196 | NAYY-O 1X35

SW

090177 | NAYY-Q 1X50
SwW

080179 | NAYY-O 1x50 SW |

090037 | NAYY-O 1X70
| SW

090038 ‘ NAYY-O 1X95
| sw

iR

| 1,2
RE | 0,869
RM | 0,860
1 RMv ‘ 0,641
RMv | 0,443
| RMv ‘ 0,32
'RMv | 0,253
|
| RMv 0,206
|
RMv i 0,164
i RMv 0,125
| SMv | 0,641
SMv | 0,443
ISMv 032
, .
' SMv | 0,263
|
'SMv 0,206
)
]
‘ SMv 0,164
SMv | 0,125
| 1’
SMv 0,1

RMv
' RMv

| RMv

"12

12
1,2

|'1,4
’1.4

i1,4

(ML PABRICAG

‘Wm  Rbv, @
[mm}  ‘imm} | [mm]

L
fm Hi
k]

1k
(kA

| 325

{102 | 19 0289 18 ] l'27.4
| | |
100 | 123|286 |o285 |18 ! %2 | 302
} 100 123 266 0285 18 32 302
|
|
119 ‘ 144 |38 027 1.8 432 36,2
| 152 179 532 ' 0,262 21 492 |44
|
186 | 215 ‘ 722 |0261 21 564 | 47
1 ]
216|245 912 | 0256 24 612 53
| 246 275 14 0,258 ‘ 25 672 56
| .
285 313 141 0256 27 804 59
| | | | {
338|364 182 ( 0254 29 852 T
. | . |
19 144 38 | 0,27 1,9 354 2905
| . | [ |
152 179|532 | 0262 [ 24 | 420 334
[ [
| 186 | 215 I 7.22 | 0261 22 468 30
i ‘ . ’
(2186 245 ‘912 0256 24 | 516 43
248 ‘ 275 |14 0286 |25 552 |46
| ‘ ! | |
| 285 ‘ 313 | 14,1 0256 |27 612 : 51
| | ' |
338 1384 182 0254 29 696 58
| ] ! | !
| |
400 | 419 228 lo2r9 |3 786 ‘ 65,5
| | : | l .
0,6 kV
1kV
1,2kV
1,5kV
4 KV
nein
Farbe VDE 0293

[In;: Ti=ag

b Wm - Rov
W (mmp

| kAT e
el E

1.1 1,5 : 10,5
‘37 ‘ 106 | 19 ! | 1,8 180 .12
(107 127 :2,66 10,333 l 18 203 135
| | |
107 ‘ 127 266 |0333 |18 203 13,5
' 131 | 151 II 38 ' 0325 1,8 228 15
| | |
131 151 38 : 0325 |18 |225 ! 154
186 185 | 532 | 0309 '18 | 204 17
| |
205 222 |' 7,22 ‘ 0,302 1.8 285 19
ahate SHRse 152 — 156 4hIis Saahcr oy s aT

3760

| 480

| 362,56
}5250 | 5075
‘5250 5075
I7soo 725
10500 | 1015
14250 | 1378
18000 1740
Izzsoo 2175
27750 | 2683
iaeooo 53480
6000 | 580
8400 1812
;11400 102
14400 1302
;1eooo i174o
22200 | 2146
| 28800 | 2784
| 3480

‘36000

= "'f',‘| 'F7_.V_ = TR

0w e

i .
| 750 ‘ 72,5
1050 | 101,5
l
1050 | 101,
|
1500 | 145
1500 | 145
2100 | 203
|
| 2850 ! 275
|

5 odbl_pmayy pdf fwsgate 00

1188

|

1375
i1375

1720
| 2240
3060

| 3580
I

4400

‘ 5481

7000
|
11151

[
1549

! 2030
2400
| 3030
3650
4800

|

|
5685
|

20201 SHIa S






























